Art.No. article name

118301084 Double earthed socket outlet

Clever sein.
Kopp einschalten.
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A
Double earthed socket outlet, without shutter, for the installation in a single S
switch box @60mm, 16A, 250V~, cream-white e o

Technical data

Connection type

118301084

Screwed terminal

With enhanced contact protection no

Label space/information surface no
Eject-mechanism no
Rated fault current 250.00 A
Impact strength IKOO
Transparent no

With miniature fuse no

With loop through function yes

With function lighting no

With orientation lighting no
Number of active pins (round) 0
Number of active pins (flat) 0

Min. depth of built-in installation box 32.0 mm
Compatible with Apple HomeKit no
Compatible with Google Assistant no
Compatible with Amazon Alexa no
Nominal current 16.00 A
Nominal voltage 250

Mounting method

EV000383 - Flush-mounted (plaster)

Colour White
Model Protective contact
Halogen free yes
Lockable no

With hinged lid no
Surface protection Untreated
Number of phases 1

With on/off switch no

For heavy conditions (according to VDE) no
Rotated central insert no

Over voltage protection no

Fault current protection no
RAL-number (similar) 1013
Number of socket outlets switchable 0

Surface finishing Glossy
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Technical data 118301084
Imprint/indication None

Suitable for degree of protection (IP) 1P20

Anti-bacterial treatment no

Number of ports USB-A 0

Number of ports USB-C 0

Protective contact round
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